NOTES:

) , A\ AGGREGATE BASE SHALL BE
—— 10— —| [T 4 MIN. TYPE 2, CLASS B, WITH 95%
COMPACTION.

2. EXACT LOCATION OF SEMI—

DIVERTER TO BE DETERMINED BY
/ A THE CITY ENGINEER.

f * A\ FIBER—REINFORCED PORTLAND
B\R5—7  CEMENT CONCRETE SHALL HAVE THE
54" x 24" FOLLOWING CHARACTERISTICS: 4000
j 4 PS/ MIN. COMPRESSIVE STRENGTH,
Ne, 6 SACKS OF CEMENT PER YARD
WITH A W/C RATIO OF 0.45, AIR
, ENTRAINMENT OF 6.0% +1.5%, SLUMP
5 RADIUS AT 1 TO 4 INCHES. ALL MATERIALS
SHALL CONFORM TO SSPWC SECTION
202. POLYPROPYLENE FIBERS SHALL
BE ADDED TO THE P.C.C. PER THE
MANUFACTURER’S RECOMMENDATIONS.

4. ISLAND TAPERS SHALL BE 1:1
DO NOT ON BOTH ENDS.
E—— 5. ISLAND END RADIl SHALL BE 2°.
/b\ SIGNS SHALL BE LOCATED BY
57 THE CITY ENGINEER.
30" X 30" /N REFER TO STANDARD DETAIL
A DRAWING NO. 1—6.2 (312).

8. SEMI-DIVERTER SHALL NOT BE
LOCATED WITHIN 20° OF ANY

= DRIVEWAY.,
24” X 24" PIAN — SIGNAGE LANDSCAPING OF MEDIAN AREAS
MAY BE ALLOWED, BUT REQUIRES THE
A APPROVAL OF THE CITY ENGINEER.
4” CONCRETE

| 10°

| :
— LA—“\ ' see the | ! "'-“4:
EXISTING CURB AND GUTTER / 4]" /

EXISTING PAVEMENT EXISTING CURB AND GUTTER

SAW CUT FULL DEPTH
B TYPE 1 MEDIAN CURB
/A\TYPE 2, CLASS B BASE

TYPE 1 MEDIAN CURB B\
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